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Venue Introduction: 
Nestled in the leafy Perth Hills, a short 35-minute drive east of the CBD, Kalamunda Performing Arts Centre (KPAC) is 
a welcoming space for visitors and performers alike.  

KPAC comprises a variety of performance and function spaces, featuring a proscenium arch theatre with raked 
auditorium, ensuring a beautifully intimate theatre experience with great views fom any seat. In addition to the main 
theatre space, KPAC houses a small black box performance/rehearsal space for 100, while the quaint 1920’s 
Agricutlural Hall, complete with original architectural details, can hold up to 220 theatre-style. The complex also 
proudly features the grand old dame, the Lesser Hall (the original Agricultural Hall), constructed in 1896, as the very 
first brick building in the locality. Today, it serves as an intimate gallery space, with gallery hanging system and track 
lighting, as well as a space for small workshops, meetings and market stalls. In addition, these spaces are serviced by 
a large catering kitchen, available for use during events. An inviting courtyard flows through to the main foyer space 
which seamlessly interfaces the old building with the new and incorporates the KPAC Box Office and bar. 

KPAC currently plays host to a wide range of events, including a curated program of professional  touring performances, 
as well as attracting a wide varitey of venue hirers, both professional and communlty, local and international. From top-
shelf stand-up comedy, live theatre, music and tribute shows, to school dance and drama, cultural events, artisinal 
markets, confrences, and wedddings, KPAC prides itself on being a flexible venue for hire, perfect for your next event. 
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KPAC Theatre 
Stage & Auditorium: 

STAGE DETAILS: 
The Theatre is a conventional proscenium arch type space with raked seating, constructed in 1996. 

The stage is un-raked with a 1.2m removeable thrust. The thrust sits over a shallow, covered orchestra pit, however we 
generally do not re-configure the stage layout to make use of the pit. The stage space incorporates a half-height fly-tower, 
preventing the flying out of full-height scenery elements, but allowing good flexibility to easily hang lightweight styling 
elements and cloths, lighting, drapes, etc. There is no fire curtain. 

An upstage crossover is available via the backstage dressing room corridor, with double doors to the corridor situated on USPS 
and USOP. 

Screwing to the stage surface is permitted, if necessary, as required by professional companies or by prior notification. The 
stage is painted in a water-based acrylic, flat black as standard. All wings and backstage areas are also painted flat black and 
illuminated with blue work lights. 

Stage Manager’s Position: 
A Stage Managers’ position is in the wings, Downstage PS, with power, desk lamp, wired comms, house light and house 
curtain control. A HDMI connection to the projector is provided here also, allowing AV playback operation from this position by 
hirers/Stage Managers, if required. 

 

  
PS Wings OP Wings 
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STAGE DIMENSIONS: 
Proscenium opening (width):    10,900mm*  
Proscenium Height (standard Teaser/Valance trim):  ~ 4,500mm^  
Stage Deck Height (from Auditorium floor)  850mm 
Total Stage Depth (DS edge to US wall):  8,200mm 
Total Stage Width (wall to wall, including wings): 19,500mm 
Thrust Width:      10,900mm 
DS edge to Pros.:     1,190mm 
Pros. to US wall:     7,000mm 
Pros. To Cyclorama:     6,700mm 
Pros. To US Tabs:     5,700mm 
Stage to underside of Grid:    7,400mm 
Stage to battens out dead:    6,775mm 
Standard LX trim height:    ~ 5,300mm 
PS Wings – Total width (Pros. to PS wall):  4,950mm 
OP Wings – Total width (Pros. to OP wall):  3,800mm 
 
* Stage drapes & standard masking achieves a practical useable width of approx. 9,700mm. 
^ Teaser/Valance can be trimmed in or out to suit show requirements. 

 
Stage Floor Traps: 7x Traps; These are located: DSPS, DSC, DSOP, MSPS, MSOP, USPS & USOP. 
Traps each contain 2x patchable lighting circuits*, 1x double 240v 10A GPO, and 1x XLR mic input patch, returning to a patch 
panel at the SM location DSPS. 
*DSC Floor trap has no lighting circuits. 

 
Overhead/offstage obstructions: Data Projector (permanently rigged from grid, not moveable) DSC, just upstage of LX1 

at 3,660mm above stage.  
Flown FOH speakers present minor obstructions far downstage at PS, Centre & OP at 3,950mm above stage. 
OP Wings have an offstage reduced ceiling height of 2,650mm. A grand piano/chair storage cupboard and ladder access to Fly 
Gallery is situated in the upstage OP corner of the wings. 
Fixed scenery/lighting storage racks present an obstruction in the PS upstage wings immediately offstage. 
 

Auditorium sightlines: Sightlines can be troublesome with such a wide spread of seating and the main door being so close 
to the stage. This is mitigated to the best of abilities by returning the leg masking downstage as far as possible on both sides of 
stage. Sightlines only really pose an issue in the downstage wings between the house curtain and legs 1 on the extremities of 
the auditorium in the front corners closest to the stage. 
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LOADING DOCK & ACCESS: 
The loading dock opens directly into the Prompt Side wings and is accessed by vehicle via the laneway on the southern side of 
the building, on the boundary with the High School. To access the laneway, enter the carpark from either set of gates on 
Canning Rd. or Recreation Rd., drive around the front side of the building and reverse down the laneway on the fenceline on 
your right-hand side. 

There is no dedicated stage door or attendant. However, a member of staff will be present to allow venue access at your 
agreed time. 

Production vehicles/trucks, etc. are welcome to remain parked in the dock for the duration of your hire/performance. 

Dock Dimensions:  
Dock Pad Height (from road):    620mm  

Dock Width (opening):    2,600mm 

Dock Depth (to back wall):   2,800mm 

Dock Roof Height (to lowest underside of roof): 4,375mm 

Dock Doors Width:    2,200mm 

Dock Doors Height (Standard opening)  2,700mm 

Dock Doors Height (Extended opening)  4,000mm 

There is no dock leveller or ramp. Vehicles with tail-lifts or 
ramps are recommended for larger/bulky items.  

As an alternative to the main dock, smaller vans/vehicles may also access the venue to load in equipment via the auditorium 
external exit double doors on the southern side of the building nearest the high school. These doors are behind the loading 
dock and accessed by driving though the unsealed rear carpark of the building. These doors are not at stage level. Note that 
there is a considerable gradient leading up to this door – low trailers etc. may have difficulty accessing. 
Also note that any vehicles unloading here will need to be moved prior to the house going live, as this is an emergency 
evacuation route and this area needs to be clear. 
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AUDITORIUM DETAILS: 
Seating Capacity: 257 (With Row A removed: 243) 

Row A is removeable and divided into banks: A1-4, A5-7, A8-10, A11-14.  

Accessibility: The venue including the auditorium is readily wheelchair accessible. Up to 4 wheelchairs/accessibility 
devices can be accommodated comfortably using Row A. Rows A & B, on the flat floor, are best for those who are 
uncomfortable with climbing stairs. Rows C-L are only accessible via illuminated stairs. There are no handrails in the aisles. 
The stage is not wheelchair accessible. The only way to get a wheelchair/mobility device etc. onto the stage is through the 
external Black Box Teaching Area entrance and via the backstage corridor, making this largely impractical in most cases. 

Patron walkers/frames can be held close by in the foyer or airlock. There is currently no hearing loop installed in the auditorium 
at this time. 

Auditorium access to/from stage: There are two sets of treads leading to the auditorium from both sides of stage. One 
removeable set leads off the sides of the thrust, whilst the permanent set returns into the wings. 
 

HOUSE LIGHTING CONTROL: 
House lights are a combination of incandescent downlights and art-deco style wall sconces. 
These systems are controlled independently of each other, with the downlights having pre-set levels (full, 50% & out) with a 
non-adjustable fade time of 8.5 seconds. Ceiling House light control panels are located at the standard LX Operator position in 
the Bio Box, along with a mimic panel at the SM area on the Downstage PS wall. 
Wall sconces are manually controlled via a domestic-style push-button rotary dimmer. These are dimmable only from the Bio 
Box LX position, with a parallel on/off switch at the SM position. 

There is currently no facility for DMX/console control of the House lighting systems. 

USE OF HAZE / SMOKE / STROBE EFFECTS:  
Professional hirers & touring productions may use their own Haze/Smoke & Atmospheric effects after prior consultation with 
Head Technician; however, venue crew will be required to isolate the venues’ fire detection system before any atmospheric 
equipment can be used onsite. 
KPAC’s FOH Staff must be made aware of use of any Haze/Smoke/Strobe or Lighting effects prior to performances to post 
warnings to patrons. 

USE OF PYROTECHNICS & NAKED FLAME: 
The venue currently operates under a no naked flame or pyrotechnics policy. However, please get in touch with us to discuss 
any concerns relating to vital aspects of a performance in a professional capacity. 

EMERGENCY EXITS / EGRESS: 
Auditorium exits must remain clear and cannot be obstructed with any technical equipment, furniture, signs/banners, etc. 
Any cabling that must run across doorways need to be securely taped down or run in cable trays.  
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Drapery & Rigging: 
DRAPES & MASKING: 

Type Material Colour Width (mm) Drop (mm) Qty 
Valance/Teaser Velvet, 50% gather Red 12,300 2,500 1 
House Curtain Velvet, 50% gather Red 6,190 5,000 1 pair 
Legs Wool, 50% gather Black 3,000 5,000 3 pairs 
Borders Wool, 50% gather Black 12,300 2,500 2 
Tabs Wool, 50% gather Black 6,190 5,000 1 pair 
Cyclorama Cotton, seamless White 8,800 5,000 1 

 

STANDARD HANGING PLOT / BAR POSITIONS (FOH -> US): 
Line # Position WLL (Kg) Useable 

batten length 
(mm) 

Operation Distance 
from Prosc. 
rear (mm) 

- Perch – Rear (PS 
& OP) 

Unknown 3x 900 Fixed - 7,750 

- FOH #1 Unknown 10,000 Fixed  - 5,000 
- Perch – Front (PS 

& OP) 
Unknown 900 Fixed - 5,250 

- FOH #2 (Orch) Unknown 12,000 Fixed - 1,100 
1 Teaser 200 12,000 Manual hand-winch, Fly Gallery, OP + 100 
- House Curtain Unknown - Dead hung Tab track, motorised 290 
2 LX #1 250 10,000 Electric motor winch, w/ remote, OP 860 
3 Border #1 200 12,000 Manual hand-winch, Fly Gallery, OP 2,200 
- Legs #1  - Dead-hung w/ returns 2,350 
4 LX #2 250 10,000 Electric motor winch, w/ remote, OP 2,700 
5* Scenery Batten 

#1 
200 11,000 Electric motor winch, w/ remote, OP 3,570 

6 Border #2 200 12,000 Manual hand-winch, Fly Gallery, OP 4,170 
- Legs #2  - Dead-hung w/ returns 4,260 
7 LX #3 250 10,000 Electric motor winch, w/ remote, OP 4,770 
8 Scenery Batten 

#2 
200 11,000 Electric motor winch, w/ remote, OP 5,430 

- Legs #3  - Dead-hung w/ returns 5,570 
- US Tabs 

(Traveller) 
Unknown - Dead hung Tab track, manual 

operation, PS 
5,700 

- Cyclorama Unknown 12,500 Dead hung 6,700 
 
Curtain Control: 
House Curtain: Motorised (single speed, not adjustable), operable from DSPS SM location & Bio Box AX FOH Position. 
US Tabs: Manual pulley, operable from USPS. 

Legs:  
3x sets of black Legs are tied with returns to create masking for sightlines. Onstage ends can be tied back to create a wider 
performance space, if necessary, but cannot be cheated onstage without further sacrificing offstage sightlines. 
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Perch Rigging:  
Rear Perches each have 3x 900mm black 50mmOD boom arms attached as standard. 
Front Perches have one 900mm arm per perch. 

Rigging/LX Focus Notes: 
Batten Drift: ~ 5,880mm 
Bars are unable to be swung to alternate positions. 
US/centre shots from LX 1 Centre are blocked by the projector. LX 1 has difficulty trimming out further than standard, as 
Projector rigged below fouls shots. 
Line #8 can also be used for light LX purposes within load limits but having no dedicated lighting circuits/GPOs or data runs 
mean that this will have to be installed as part of pre-rig, or during bump-in/set-up. 
Anything rigged on line #8 will be hit by Cyc wash on LX3, casting shadows upstage (i.e. onto the cyc) if this line or any rigged 
items items are in below LX 3. 
* Line 5 is used as LX2a in standard venue configuration. Depending on requirements, lighting can be struck or moved to 
accommodate scenery etc. with advance notice. 
 

RIGGING POLICY & EQUIPMENT: 
The venue does not have a qualified Rigger on staff. Any temporary show rigging will need to be supplied and suitably installed 
by a qualified Rigger holding appropriate licenses, after prior discussion with the Head Technician. 

4x Steel I-beams run upstage to downstage in the grid. These could be used to affix girder clamps; however, grid load rating is 
unknown. 

The venue has a small amount of assorted sash/hauling ropes & surplus safety cables for LX rigging purposes only. 
The venue has no rated rigging or lifting equipment in-house. 
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HEIGHT ACCESS & EQUIPMENT: 

Ladders: 
1x 4.5m moveable fibreglass platform safety ladder on wheels (used for onstage LX focus) 
1x 5m fibreglass extension ladder 
1x 4m fibreglass extension ladder 
1x 2.8m fibreglass A-frame ladder 
2x 1m stepladders 

EWP: 
The venue currently has no Elevated Work Platform. 

FOH CATWALKS / OP FLY GALLERY & GRID ACCESS: 
The auditorium roof space housing FOH LX bars, grid and OP fly gallery for hand-winches is accessed via a drop-down attic 
ladder in the Bio Box ceiling. Walkaways are all hand-railed. Roof space catwalks and grid include some low clearance points 
but are sufficiently illuminated by work lights/blues. 
Roof space & grid access permitted to authorised personnel only. 

FOH 1 & 2 RIGGING: 
The two FOH LX positions are affixed to the building structure, so all lighting fixtures etc. must be rigged /de-rigged via hauling 
rope, or small single items can be carried up via ladder. Sufficient time needs to be factored for this when any touring 
equipment is required to be hung at FOH positions. 
Note that only smaller-sized moving heads (i.e. small wash fixtures) can be hung from FOH 1 due to clearance 
restrictions. 

FOH PERCH POSITION ACCESS: 
The four FOH Perch positions are only accessible from the auditorium by extension ladder. 
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Power & Dimming: 
THREE-PHASE POWER: 
6x 32A 3-Phase outlets (located in Bio Box at rear of Auditorium, feed lighting rig dimmers/power as standard) 
*3x additional 32A 3-Phase outlets located in Black Box space backstage that can service stage power if required. 
* (Available outside of school hours only).  
Will require ~20m 3-Phase extension(s) to reach USPS, or ~ 30m to reach USOP. 
 
The venue does not stock any 3-Phase extensions or distribution equipment. 
 

DIMMING / HOT POWER: 
Dimmer racks: 6x LSC Gen IV 12-channel dimmer/distro (72 x 10A outlets; assignable as dimmer/hot power) 
Dimmer rack location: Bio-Box at rear of Auditorium. 
Addressed: Universe 1/ Ch 1 thru 72 as standard. 
Additional dimmer racks: 3x Jands FPX 12-channel dimmer rack 

240V 10A GPOs: 
There are ample double 240v 10A GPOs located conveniently around the stage perimeter area suitable for general use; (2x 
DSPS, 1x DSOP, 1x PS wings, 2x OP wings, 1x USPS, 1x USOP). The 7x stage dip traps also contain 1x double GPO each. 
GPOs are also located in the auditorium; Front Row A on PS & OP walls (1x each side), Row L Auditorium rear wall (at the top of 
the aisles L&R, 1x each side) & Auditorium centre (Row G, 12) suitable for Production desk/Adjudication table/Video camera 
power, etc. 
 

POWER CABLING: 
The venue has a good stock of 240V power boards & standard black 10A piggyback extension cables in various lengths from 1-
20m available for general use. The venue also has a limited supply of IECs & PowerCon. 
The venue stocks no power looms/Weilands, etc. 
 
Any electrical appliances or items bought in to be used onsite must be in good condition and have a current AS/NZS 
3760 electrical Test Tag.  
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LIGHTING CIRCUIT LOCATIONS / PATCHING: 
144 Lighting circuits originate at the Bio Box patch panel alongside the dimmer rack. 
Circuits are distributed to LX bars, FOH booms & stage floor traps as follows:  

Position 
Circuits (PS -> OP / 

top -> bottom) 
Circuit 

Qty 
FOH #1 19 - 36 18 
FOH #2 (Orch) 1 - 18 18 
Rear Perch - OP 49-54 6 
Rear Perch - PS 55-60 6 
Front Perch - OP 37-42 6 
Front Perch - PS 43-48 6 
LX# 1 109-132 24 
LX #2 85-108 24 
LX #3 61-84 24 
Floor Trap - DSPS 133-134 2 
Floor Trap - MSPS 135-136 2 
Floor Trap - USPS 137-138 2 
Floor Trap - DSOP 139-140 2 
Floor Trap - MSOP 141-142 2 
Floor Trap - USOP 143-144 2 
Floor Trap - DSC  - 

 
A number of these circuits are assigned to Hot Power as standard to accommodate the venue’s Standard LX Rig. 
These can be re-patched or re-assigned if necessary. Details on these can be found in the Venue Standard Rig Patch sheet, 
which is available on request.  
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Lighting: 
CONTROL: 
Main Console: ETC ION Xe20 2k (2048 Channels) EOS Version 3.2.9.16, 
Standard 20-fader wing (40 faders, total) & 2 x 24” touchscreens 
Standard wired mouse & keyboard 
Signal output: Art-Net 4 (As standard), or DMX 
 

Control Positions: Bio Box (Standard LX Ops position - partial glass obstruction) 
Side-stage Wings Downstage PS and OP (1x Art-Net & 1x DMX Input patch is provided at each position) 
 
Wi-Fi Remote Riggers via iPad running iRFR app, available to touring LX crew on request. 
Current venue standard rig Show file for ETC Eos (V 3.2.9.16) can also be forwarded in advance, upon request. 
 

*FOR STANDARD LIGHTING RIG INFO, PLEASE SEE SEPARATE PDF DOCUMENTS 
DETAILING: 

• CURRENT STANDARD LX RIG PLAN 
• STANDARD RIG PATCH SHEET W/FIXTURE DETAILS* 
• ART-NET/DMX SCHEMATIC W/LX NETWORK IP ADDRESSES* 
*Please contact the venue for more info or copies of these if required 
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VENUE LIGHTING STOCK: 
All fixtures have working Barndoors/Shutters/Gel frames/safely cables as required, unless noted. 
 

Incandescent: 
Profiles: 

Make Model/Details Angle Qty 
ETC SourceFour 750w 25/50° 20 
ETC SourceFour 750w 15/30° 5 
ETC SourceFour Junior 575w 25/50° 14 

 
Fresnels: 

Make Model/Details Type Qty 
Selecon Performer (w/barndoors) 1200w 10 
Selecon Rama (w/barndoors) 1200w 2 
Selecon Rama (1x w/barndoors) 650w 1 
Selecon No barndoors or gel frames 650w 3 

 
Parcans/Wash: 

Make Model/Details Type Qty 
ProPAR PAR 56 300w MFL 14 

 
Followspots: 

Make Model/Details Type Qty 
Prolite Followspot 5-colour changer w/stand, 1000w 1 

 
Misc: 

Make Model/Details Type Qty 
Pin Spot Generic 30w 2 
Water Effect Abyss non-DMX 1 
Strobe Generic non-DMX 1 
Mirror Ball Generic 18” with 240v motor, non-DMX 1 

 

LED/Intelligent/Moving Heads: 
Profiles: 

Make Model/Details Type DMX mode Qty 
Highlite Infinity TS-260C7 7-Colour LED 350w, 25/50° 21ch RAW 11 

 
Fresnels: 

Make Model/Details Type DMX mode Qty 
Showtech Fresnel350 3200K LED, 350w, 11/48°, motorised zoom 3ch 15 
Highlite Infinity TF-260C7 7-Colour LED, 260w, 15/50°, motorised zoom 21ch RAW 6 
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Parcans/Wash: 
Make Model/Details Type DMX mode Qty 
Event Lighting 12x12Pro RGBWAUV Hex LED, 120w 8ch 18 
Chauvet DJ Freedom Flex H4 

IP 
Wireless battery-powered Uplight RGBWAUV 
(in charging road case) non-DMX (can be 
deployed as venue dressing/uplighting) 

N/A 
standalone 

6 

 
Cyclorama: 

Make Model/Details Type DMX mode Qty 
Infinity T-CYC 7  7-Colour LED, 350w 21ch RAW 4 

 
Moving Heads: 

Make Model/Details Type DMX mode Qty 
Ayrton Diablo Si Profile; framing shutters, CMY, 300w LED 56ch Extd. 2 
Ayrton Mistral Si Spot; 2x gobo wheels, CMY, 300w LED 26ch Std. 8 
TourPro ZB7  Beam/Wash, 7x40w RGBW LED, 4.5/40° 21ch Std. 16 

 
Atmospherics/Smoke/Haze: 

Make Model/Details DMX mode Qty 
Look Solutions Unique 2.1 Hazer* 2ch 1 

*Usage of this item attracts a hire fee and needs to be booked in advance as part of your Technical Requirements. 

 

ART-NET / DMX NODES / DATA PATCHING & DISTRIBUTION: 
EQUIPMENT: 
1x Swission 8 Port Unmanaged Ethernet Switch, Bio Box dimmer rack 
2x Swisson 8 Output Assignable Art-Net DMX Node. 1x on FOH Catwalk, 1x above OP Fly Gallery, in grid 
1x ENTECH ODE Mk3 Bi-Directional Ethernet DMX Gateway (2x Universe), Bio Box dimmer rack 
2x ENTECH D-Split 4-way, 5-Pin DMX Splitter/Isolator (Locatable as required) 
 
DATA DISTRIBUTION: 
Data Inputs (from Ops Positions): 1x 5-Pin DMX Input & 1x Ethernet (Art-Net) Input each located at 
Bio Box LX Ops Position, DSPS & DSOP. These inputs feed back to the Bio Box dimmer rack patch panel/Ethernet Switch. 
Art-Net/DMX Outputs: Art-Net data is converted and distributed from Bio Box Switch via 2x Art-Net DMX Nodes to each of the 
following 15 locations: 
Node A: Bio Box (Dimmer rack), FOH 1 & FOH 2, FOH Perches (x4) 
Node B: OP Fly Gallery, LX 1, LX 2 & LX 3, stage level (x4) DSPS, USPS, DSOP & USOP. 
DMX Universes (1-4) are assignable per DMX output/physical location. 
 
(For more info, please refer to DMX Schematic PDF, available on request.) 
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DMX / DATA CABLING & ACCCESSORIES: 
The venue has a good stock of 5-pin DMX cabling ranging from 1-20m to facilitate its standard rig & house equipment, as well 
as an amount of surplus for some additional use. However, if you require a considerable amount of extra DMX cabling, it is 
recommended to supply your own. 

The venue also stocks limited 3-Pin data, as well a selection of DMX gender changers, 3/5-Pin adaptors & 5-Pin DMX 
terminators. The venues’ lighting equipment & control infrastructure uses 5-Pin DMX as standard. 

ETHERNET PORTS & CABLING: 6x straight CAT-5 UTP runs between Bio Box AX and SM position DSPS facilitate device 

patching/networking between stage & Bio Box. The venue stocks a very limited amount of spare standard network cabling in 
various lengths up to 30m. Shows requiring substantial ethernet cabling are advised to supply their own for use. 

LIGHTING RIGGING / HARDWARE & ACCESSORIES: 
A selection of LX floor barrel stands, 50mm OD boom arms, 2” hook clamps & safely cables are available. 
M & B-Size Gobo Holders & Irises for Source Four Profiles & Juniors are also available. 
4x M-size Breakup Gobos are available for Source Four Juniors. 
KPAC also has a small assortment of standard LEE filters, including CT and Rosco Frosts on hand. 

The venue currently has no hardware or truss for LX floor booms. LX rigs requiring specific side-lighting/boom positions (other 
than floor stands), will need to provide these, or give sufficient lead time to allow for hire, if necessary. 

FOLLOWSPOT / DOME OP POSITIONS: 
Currently the venue has no dedicated Spot Operator position, however this is usually accomplished from the rear of the 
auditorium at the top of the aisles on either side in Row L. 240V power is readily accessible and wired Comms can be deployed 
to these positions as required.  
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Audio: 
CONTROL: 
Main Console: Allen & Heath QU32 38 Channel digital console (Firmware Version 1.96.4571) 

Inputs: 32x XLR/line, 3x stereo TRS input. Compressor, gate, insert, 4-band PEQ per channel 
Outputs: 10x Mix (Monitor) outputs (4x mono, 3x stereo pairs), Stereo Main L&R outputs 
Compressor, 4-band PEQ & 30-band GEQ on all Mix, Group and Main L&R outputs 
8x Groups, 4x Matrix outputs, Stereo Utility output (Fed from L&R) 
4x stereo effects processors with dedicated stereo return channels, 4x DCAs, 4x mute groups 

 

Auxiliary Console: Yamaha MG12XU 12 Channel compact analogue mixer (8x XLR, 4x stereo channels, 2x sends, 1x FX). 

(This is shared with other spaces as part of the portable PA System). 
 

Control Positions:  
Standard control position: Bio Box, centre rear of auditorium (partial glass obstruction) 
There is no dedicated auditorium mix position. However, a small FOH Ops position can be set-up in front of Bio Box doorway 
(Row L) for compact touring consoles, if preferred. 
Alternative control positions: Side stage wings (PS or OP – This will need to be advised in advance to allow for set-up). 
 
Wi-Fi Remote control is available for Qu-32 via iPad running Allen & Heath Qu-Pad App. 

 

FOH Speakers: 
3x K -Audio KS12II 12” Two-way, 400w passive Mid/High (L, R & Matrix-Fed C) 
2x JBL PRX718XLF 1,500w 18” active subwoofer (L&R) 

Amplification & System Control: 
(Bio Box FOH AX Rack) 

2x dbx DriveRack PA2 FOH System Processors/Crossovers (LRC & Sub)  
Behringer iNuke4600 1,000w 4-channel power amplifier (FOH Mid/High LR & C) 
Dynacord PCL1245 450w 2-channel power amplifier (Portable PA amplifier) 

Foldback/side fill/auxiliary speakers: 
6x Yamaha DBR12MkII 12” Two-way 1,000w active speaker 
(2x boxes set as stereo DS L&R side fill as standard, fed from Mix 9-10. Can be struck / re-purposed as required) 
2x Behringer EuroLive B212 12” Two-way 500w active speaker 
EV Sx-300 12” Two-way, 300w passive speaker (part of the portable PA System) w/2x tripod stands  



 

  
WWW.KALAMUNDAPAC.COM.AU - VENUE TECHNICAL SPECIFICATIONS 2025 20 

 

MICROPHONE & DI KIT:  
Radio Mics: 

Make Model/Details Type Qty 
Shure *PGXD Beta58A Wireless Handheld Dynamic HH 2 
Shure *PGX SM58 Wireless Handheld Dynamic HH 2 
Shure *Wireless Bodypack transmitter w/ headset Condenser Headset 2 

*Usage of this item attracts a hire fee and needs to be booked in advance as part of your Technical Requirements. 
Dynamic Mics: 

Make Model/Details Type Qty 
Shure SM58 Cardioid Vocal mic Dynamic, Vocal 4 
Shure SM57 Cardioid Instrument mic Dynamic, Inst 4 
Sennheiser e945 Supercardioid Vocal mic Dynamic, Vocal 6 
Sennheiser e906 Guitar cab/Instrument mic Dynamic, Inst 2 
Shure Beta52a Kick drum/Bass mic Dynamic, Inst 1 
Shure PG52 Kick drum/Bass mic Dynamic, Inst 1 
Shure PG57 Snare drum mic Dynamic, Inst 1 
Shure  PG56 Tom/percussion mic, w/drum mount Dynamic, Inst 3 

Condenser Mics: 
Make Model/Details Type Qty 
Earthworks FM6R-C Flexmic G2 Gooseneck Podium mic SDC, Speech 1 
Shure PG81 Instrument mic SDC, Inst 2 
Røde  NT-5 Instrument mic SDC, Inst 2 Pr. 
Line Audio CM4 SDC, Inst 4 

DIs: 
Make Model/Details Type Qty 
Radial J48  Mono Active DI 1 
Radial  JDI  Stereo Passive DI 2 
Radial  ProDI  Mono Passive DI 3 
Radial  ProD2  Stereo Passive DI 2 
Behringer DI-100 Mono Active DI 1 
Behringer DI-20  Stereo Active DI 6 

Mic Stands & Accessories: 
Make Model/Details Type Qty 
K&M 210/9 Black Telescopic Boom - Tall 12 
K&M Chrome Boom - Tall 4 
K&M Black Telescopic Boom – Short 2 
K&M Black Tall Straight – Round base 3 
Gravity Black Telescopic Boom – Short 2 
Tama Black  Boom – Tall 2 
K&M Black Speaker Stand 2 
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AUDIO PATCHING / STAGE BOXES: 
Primary multicore: Analogue XLR; (DSPS to FOH Bio Box AX position) 32-send, 8-return  
Additional XLR Analogue Tielines: (FOH to DSPS) 16-send, 4-return. (7x Stage dip traps to DSPS) 1x send each 
PS to OP Tielines: 12-send, 4-return multicore (DSOP to DSPS) 
1x 15m 12-ch XLR dropbox (relocatable) 
1x 10m 8-ch XLR dropbox (relocatable) 

The venue has no Ethercon/stagebox runs or digital stageboxes. 
The venue has no in-house analogue monitor/recording splits or monitor console facility. 
The venue has no XLR or multi-pin looms.  

(Acts touring with own monitoring split/IEM systems will need to supply sufficient XLR looms to patch into the venues’ FOH 
multicore at DSPS if using House PA). 

AUDIO CABLING & ACCESSORIES: 
Powered monitor cabling (240V IEC/XLR combi looms): 2 x 15m, 4 x 10m, 2 x 5m 
The venue has a good stock of XLR cables in various lengths from 1-20m available for audio use. 
The venue also stocks a selection of common audio adaptors & XLR to TRS cables. 
A small amount of ¼” TS instrument cables/DI links (up to 3m) are also available for use, however acts requiring instrument 
cables are encouraged to supply their own. 

AUDIO (GREEN) POWER: 
The venue does not have any audio-specific power infrastructure, however a run from the Bio-Box audio circuit is provided to 
DSPS and DSOP for stage audio power. 

INSTRUMENTS: 
*Yamaha C3 186cm grand piano w/ piano bench (ebony). This piano is tuned and maintained regularly, however if you would 
like it re-tuned for your performance, please inform us well in advance. (There are costs associated with a re-tune). 
*Use of this piano requires advance booking and attracts a hire bond and hire fee. 

Wertheim upright piano w/ piano bench (walnut). This piano is located in the foyer and available for general use. 

COMMS: 
A wired analogue party line comms system is in place, with headset & belt packs servicing the SM (DSPS), LX and AX Operator 
positions (Bio Box) as standard. 1x additional headset & belt pack can be deployed as required to OP wings, Dome Operator, 
etc. 

PERFORMANCE / STAGE RELAY: 
The venue has no stage video or audio relay facilities installed at this time. 

STAGE MANAGEMENT BOH PAGING / ANNOUNCE: 
The venue currently has no BOH SM paging facility. 
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Audio-Visual: 
PROJECTOR: 
Panasonic PT-RZ770* 7,200 ANSI, LED Laser. Full HD 1920 x1200 resolution. Aspect Ratio: 16:10 (WUXGA) 
Panasonic ET-DLE085 Short-Throw lens fitted.  

*Usage of this item attracts a hire fee and needs to be booked in advance as part of your Technical Requirements. 

Projector Location: Projector is permanently rigged from the grid, DSC, just upstage of LX1 at a height of 3,660mm above 
stage. Projector cannot be moved or de-rigged. 

Projector Input Locations/Control: Bio Box (HDMI Input 1), or SM Desk DSPS (HDMI Input 2)  
Extron controller/source switcher located in Bio-Box. Remote control is also accessible for making focus & lens shift 
adjustments. A 10m HDMI cable is available to connect an onstage laptop/device to input 2. 

PROJECTION SCREENS / SURFACES: 

Cyclorama. Approx. Projected image size: 6,500mm wide 
(Image does not completely fill the Cyclorama. Upstage Tabs can be closed in to frame sides of image. 
Distance from Lens to Cyclorama: ~ 4,900mm. 

LED Panels: 2x Samsung 75” Q7F 4K UHD QLED Panels w/HDMI inputs (Stand-mounted & relocatable as required). 

 

AV PLAYBACK SOURCE EQUIPMENT: 
Make Model/Details Qty 
Numark Dual CD/MP3 USB Media Player 1 
Denon Single CD Player 1 
LG Blu-Ray/DVD Player (HDMI & 2ch L/R out) 1 
Apple MacBook Pro running QLab 4/5 / Keynote / PowerPoint / 

VLC Player 
1 

Logitech PowerPoint presentation remote & USB A Receiver 1 
Sony Single disk CD Player (Portable PA system) 1 

 

AUDIO-VISUAL CABLING & ACCESSORIES: 
AV cabling and adaptors available for use include: 
HDMI Extender kit (4kUHD Res), 2m HDMI, 10m HDMI, RCA Cabling, 3m 6.5mm Jack-RCA Stereo Cable, Ethernet Cabling,  
4x 2m Stereo 3.5mm-2x6.5mm Jack (iPod/Laptop aux cables), Apple Thunderbolt AV adapter, HDMI-DisplayPort adapter, 
USB-C – USB A dongles.  
The venue currently has no vision switching/splitting or distribution equipment. 
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Staging: 
STAGE RISERS*: 

Item Model/Details Qty 
GT Stage Deck Black Hexa laminate top, 1,000mm W x 2,000mm L, 750kg/m2 

Max. load 
2 pcs 

GT Stage Leg Aluminium, 435mm (450mm deck height) 8 
GT Stage Leg Aluminium, 285mm (300mm deck height) 8 
GT Stage Stage Treads, 2 Step, 400-600mm variable 1 
Curtain Call Riser 
Skirting 

Black velvet, pleated, w/ Velcro attachment, 
600mm Drop x 6,000mm Wide 

1 

Curtain Call Riser 
Skirting 

Black velvet, pleated, w/ Velcro attachment, 
300mm Drop x 6,000mm Wide 

1 

 

Stage riser kit is available for hire, per 1x2m deck section, including legs for either 300mm or 450mm deck heights, as well as 
skirting and treads (if required). Usage of this item attracts a hire fee and needs to be booked in advance as part of your 
technical requirements. 
These can be configured and located as required for drum kit/instrument/backline risers, choir, camera operator, etc. 
 
8x 12kg & 2x 5kg shot bags (black) are available for general stage use. 
 

Furniture/Presentation: 
LECTERN: 
Lectern Australia AL1800 Chancellor Lectern (black) w/ fabric front panel for attaching logos. 
(KPAC logo is attached as standard – please notify venue staff if you wish to adhere your logo in its place) 
Gooseneck lamp & podium microphone, laptop shelf and accessory shelf are also provided. 

MISC. FURNITURE: 
 25x black padded vinyl stage chairs 
33x 6’ plastic trestle tables (shared between venue spaces) 
185x white plastic chairs (shared between venue spaces) 
30x dark green plastic chairs (shared with Black Box space) 
6x armless bar stools (chrome/black plastic) 
1x café table (600mm x 600mm, chrome/timber laminate top) 
3x Bio Box drafting stools, on castors (chrome/black padded)  
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Backstage/Back-of-House Amenities: 
DRESSING ROOMS:  
2x identical dressing rooms, with make-up lighting & benches w/mirrors, seating, wall hooks, 1x hand basin with hot & cold 
water, hand towel & waste bin. 
1x iron/ironing board & 1x costume rack (shared between dressing rooms) are available for use. 

Dimensions: 3,000mm x 4,000mm. Comfortable capacity: Up to 6 persons each. 
Separate Male & Female toilets & showers are located across the corridor. 

GREEN ROOM: 
There is a small Green Room available for Commercial hirers that is connected to the backstage/dressing room corridor & 
Black Box space.  
The Green Room has a bar fridge/freezer, kettle, make-up lighting & benches w/mirror, sofa/seating & table, a sink with bench 
space, hand towel & waste bin. This space is available for use outside of school hours (after 5pm, as well as on 
weekends/school & public holidays). 

Dimensions: 2,875mm x 5,300mm. Comfortable capacity: up to 10 persons. 
 
Complimentary rider tea/coffee facilities & bottled water can be available to professional hirers on request. Alcoholic 
catering/rider packages can be supplied for a fee and must be discussed in advance. 

KPAC IS A LICENSED VENUE 
AS PER LIQUOR LICENSING LAWS, NO BYO ALCOHOL IS PERMITTED TO BE CONSUMED ONSITE. (This applies 

to ALL AREAS INCLUDING STAGE & BACKSTAGE AREAS, excluding the Agricultural Hall). 
If you would like to arrange an alcoholic catering/rider package for performers, please contact the venue well in advance 

to discuss what KPAC can supply. 
 

PRODUCTION FACILITIES: 
KPAC has no dedicated Touring/Production Office space, however Green Room/Dressing Rooms may be used and there is free 
public Wi-Fi available. 

LAUNDRY FACILITIES: 
KPAC has no laundry/washing/drying facilities onsite currently. The closest laundromat is 15 minutes away in Forrestfield. 

WORKSHOP/MAINTENANCE FACILITIES: 
The venue has no dedicated workshop/maintenance area, however basic maintenance/ repairs/modification works can be 
carried out in the wings, loading dock, or outside the auditorium via the external PS doors, if required. 
KPAC has a small selection of hand tools, battery drill/drivers, soldering iron, cable tester and fixings available for use onsite. 
Several hardware stores are in town if required. 
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Front-of-House: 
FOYER FACILITIES & INFO: 
The KPAC Foyer contains the Box Office and Bar area and includes seating & bar tables. 
Main toilets are located downstairs. Accessible amenities are available on the Foyer level.  
There is ample space available to set-up FOH merch tables, displays, ticketing tables, etc. 

The venue does not have any foyer pin boards, A-frames, or display stands, etc. 

The KPAC Bar is licensed and operates for most public performances in an alcoholic or non-alcoholic mode, depending on the 
event. The KPAC Bar & Foyer opens 30 mins prior to advertised performance start times. 

Hirers do not have access to the KPAC Box Office. This space is strictly for use by KPAC staff only. Tables can be set-up in the 
foyer space for hirer ticketing purposes. 

HIRERS MAY NOT ACCESS FOYER SPACE WITHOUT A FOH STAFF MEMBER PRESENT, DUE TO LIQUOR 
LICENSING REGULATIONS. If you require access to the Foyer or Kiosk for set-up prior to your event, this time 
needs to be booked and staffed in advance. 
As Per Liquor Licensing Regulations, there is no admittance to Hirers/Public behind the KPAC Bar/Kitchenette area. 

Hirers opting to run their own kiosk in lieu of the KPAC operated Bar or kiosk are required to operate out of the main Kitchen 
space. 

There is currently no HVAC system in the Foyer. 

 
CATERING: 
KPAC has no formal catering arrangements or services onsite, however the main catering kitchen can be used by hirers or 
contractors to provide large-scale catering for events and includes commercial dishwasher, commercial fridge, microwave, 
commercial stove/oven, pie heater and instant boiling water. A large servery window is incorporated. 

KPAC can provide tea/coffee making facilities for your event, including tables, urn, cups, saucers, spoons, tea & coffee if 
desired. This attracts a small fee per-head and needs to be booked in advance. 

 
Food Trucks/Catering Vans:  
If you are planning an event that includes mobile/outdoor Food Services/Catering, the vendor(s) must lodge the appropriate 
application, or have an existing approval, with the City of Kalamunda. To avoid disappointment, please ensure that this is done 
with ample administration time for approvals to be granted. KPAC takes no responsibility for or makes no guarantees of 
approval of such applications being made.  
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Additional Spaces Available for Use: 
Kalamunda Agricultural Hall 

DIMENSIONS: 
Main Hall Floorspace: 
19,565mm x 11,900mm 
Ceiling Height: 4,710mm 
Floor Surface: Sealed Jarrah 
Stage: 
Proscenium Opening: 3,750mm H x 5,100mm W 
Stage width (wall to wall): 7,280mm 
Stage Depth (total): 6,125mm 
Stage Depth (from proscenium rear to US): 4,015mm 
Stage Height (from hall floor): 900mm 
Stage to overhead obstruction (Fixed LX bar): 3,880mm 
Stage Rake: Yes (slight) 
Surface: Polished Jarrah 

House Curtain: Manual pulley operation, OP side. There 

is no additional masking. Stage walls are painted flat 
black. 

CAPACITY: 
232 Standing 
220 Seated (Theatre Style) 
150 Seated (Banquet Style) 

FURNITURE: 
Chairs: 185 (white plastic) w/chair trolley 
Trestle Tables: 33 (stored under stage thrust) 

POWER/ELECTRICAL: 
2x 32Amp 3-Phase outlets (located in side-stage room, 
OP) 
4x double 240V 10A GPOs located in main hall space. 1x 
double GPO in Lesser Hall kitchenette. 
Lighting Circuits: 16 (patch panel located in side-stage 
room, OP) *Not currently in use

Additional Info: The Agricultural Hall was an addition to the original Lesser Hall and opened in 1926 with subsequent 

additions & renovations over the decades. It has no permanent Lighting or AV equipment installed at this time, however KPAC 
can supply a PA System and small AV package (TVs, MacBook Pro, staging, etc.) to suit your event requirements. Please 
contact us to discuss your needs and to arrange a quote. Lighting bars are un-rated for use. All theatrical lighting is to be floor, 
truss, or portable stand mounted. 
Trestles and chairs are available for use by hirers. A 2.8m A-frame ladder can also be made available for use for venue 
decoration. The space is air-conditioned. 
The Agricultural Hall is accessible by wheelchair/mobility device and has accessible toilet facilities at the rear of the venue.

 
Kalamunda Agricultural Hall 
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Lesser Hall 
DIMENSIONS: 
Floorspace: 
7,900mm x 7,380mm 
Floor Surface: Sealed Jarrah (Traditional-style floor rugs 
are installed in this space and removeable, if required) 

CAPACITY: 
50 (Seated) 

FURNITURE: 
Trestle tables & white plastic chairs 
as per Agricultural Hall (shared)

POWER/ELECTRICAL: 
2x 32Amp 3-Phase outlets (located in Agricultural Hall, side-stage room, OP) 
2x double 240V 10A GPOs; 1x located on south wall, 1x in kitchenette 

Additional Info: The Lesser Hall (constructed in 1896) is of significant historical significance to the local community and has 

served as a meeting place for almost 130 years. Connected directly to the stage of the Agricultural Hall, it is available for hire 
in combination or standalone, as an intimate gallery/workshop or meeting space, for community/arts events & craft or market 
stalls. The Lesser Hall comes equipped with gallery hanging track and track lighting. There is no permanent AV equipment 
installed in this space, but KPAC can supply a small PA/AV system depending on event requirements. 
Dry hire access to the Lesser Hall is via the Agricultural Hall entry. Mobility access is via the front verandah doors. Toilets are 
situated off the Agricultural Hall entry foyer. 

There is currently no HVAC system in this space. 

A small kitchenette is available adjacent to the Lesser Hall, suitable for tea/coffee service, etc. and includes Bar fridge, kettle 
or urn and bench space with sink. 

Lesser Hall 
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Black Box 
DIMENSIONS: 

Floorspace: 
13,700mm x 9,500mm 
Height to obstruction (perimeter tab track): 4,460mm 
Floor Surface: grey carpet 

Masking: 
4,500mm H black wool drapes run the perimeter of the 
ceiling grid and can be manually drawn to create masking 
as required. 

CAPACITY: 
Approx. 50 (Seated) 

FURNITURE: 
20x dark green plastic chairs, 4x trestles. (All furniture & 
equipment in this space belongs to KSHS & is not to be 
removed). Additional chairs & trestle tables available on 
request (shared with other spaces).

POWER/ELECTRICAL: 
3x 32Amp 3-Phase outlets (located in Bio-Box) 
4x Double 240V 10A GPOs located on perimeter walls 
Lighting Circuits:  60 (54x overhead in grid, 6x on perimeter walls). Patch panel located in Bio Box.

Additional Info: This space is primarily used by Kalamunda Senior High School (KSHS) as their Drama classroom during 

school hours. 
This space connected to the main theatre via the backstage corridor and is available for use as theatre access and additional 
backstage/warmup/overflow space for larger groups outside of school hours (after 5pm, Mon-Fri) as well as on weekends and 
public & school holidays. This space is air-conditioned. 
Technical equipment in this space is maintained by KPAC but used exclusively by KSHS and is not available for use by hirers. 
As such, this space currently has limited possible use as a public performance space for hire. 
KPAC can supply a small PA/AV system for this space, depending on event requirements. 
Performers’ toilets and Green Room facilities are shared with main Theatre space. Toilets for the public need to be accessed 
via the KPAC main Foyer. This space is mobility accessible via the main front doors. 

 
Black Box space (Performing Arts Teaching Area) 
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General Venue & Local Information: 
TRANSPORT, PARKING & ACCESS: Ample free car parking is available on the KPAC/Kostera Oval grounds and in the 

immediate vicinity of the Venue. 3x ACROD spaces are also available close to the main entries of the Venue (2x at the main 
entrance, 1x at the Agricultural Hall entrance). 
The Transperth Bus Depot is also only a 5-minute walk from the Venue. The nearest Train Station (High Wycombe) is a 12-
minute drive. Perth Airport is approximately 25 mins by car. 

Production vehicles can remain parked in the dock & adjoining laneway for the duration of the event. 

BACKSTAGE ACCESS: KPAC Theatre has no dedicated Stage Door, therefore as an alternative, the backstage corridor 

emergency exit may be used, although this is adjacent to the main foyer entrance. Outside of School hours, the Black Box 
space serves as a Stage Door/backstage space. Generally, the loading dock is used if not blocked by vehicles, or the PS 
external Auditorium doors may also be utilised, prior to the house going live. 

BOX OFFICE, EVENT TICKETING & VENUE HIRE RATES: The KPAC Box Office is staffed in person and by phone 
Tuesday – Friday, 10am – 2pm, as well as 30 mins before public performances. It is venue policy for KPAC to ticket all hirers’ 
shows or events that are open to the public. (e.g.: School performances exclusively for parents of students or community 
groups wanting to sell tickets to their own members etc. have the option of ticketing their own event via a third-party platform). 

Current Ticketing Fees, Venue Hire Rates and further information can be found on the website, or by contacting the venue. 

EATERIES & SHOPPING: KPAC is s centrally situated on a busy main street and is within walking distance of most stores 
and eateries, including: 
Kalamunda Central Shopping Centre (Coles, Priceline Pharmacy, CommBank, various eateries & giftware), Haynes 
Street/Central Mall (eateries & specialty stores), Woolworths, IGA, Kalamunda Hotel, The Vault Restaurant, Bunnings 
Warehouse, Mitre 10, Auto One, Australia Post, as well as Kalamunda Lottery Centre & Newsagency. 

For convenient all-day food & coffee (6am-7pm), Dome Café is located 300m from KPAC, just down Canning Rd. 

MEDICAL & FIRST AID: Kalamunda GP Super Clinic & Nia Pharmacy is situated directly across from the venue on Canning 
Rd. There are also Pharmacies located at Kalamunda Central & Kalamunda Glades Shopping Centres. 

PERTH AV/PRODUCTION, INSTRUMENT SERVICE & BACKLINE HIRE COMPANIES: 
Below are some reputable local businesses known for quality service to the industry that may be useful when planning your 
event: 

Lounge Backline Hire (Musical Instrument/Amplification Hire)  loungebackline.com.au  (08) 9446 3118 

Matrix Productions (Sound/Lighting & AV Hire & Sales)  matrixproductions.com.au  (08) 9371 1551 

CCA Productions (Sound/Lighting & AV Hire & Repairs)  ccaproductions.com.au  (08) 9242 8511 

Soundtown (Pro Audio equipment Sales, Service & Repairs) soundtown.com.au  (0493) 378 804  

Mega Music (Musical Instrument & accessories Sales & Service) megamusiconline.com.au 1300 194 542 


